Environmental Protection Agency

linear equation which represents the
data to within these limits shall be
used to determine concentration.

[63 FR 57013, Oct. 23, 1998]

§89.325 Engine intake air temperature
measurement.

(a) Engine intake air temperature
measurement must be made within 122
cm of the engine. The measurement lo-
cation must be made either in the sup-
ply system or in the air stream enter-
ing the supply system.

(b) The temperature measurements
shall be accurate to within £2 °C.

[59 FR 31335, June 17, 1994. Redesignated at 63
FR 56995, Oct. 23, 1998]

§89.326 Engine
measurement.

(a) Humidity conditioned air supply.
Air that has had its absolute humidity
altered is considered humidity- condi-
tioned air. For this type of intake air
supply, the humidity measurements
must be made within the intake air
supply system and after the humidity
conditioning has taken place.

(b) Nonconditioned air supply proce-
dure. Humidity measurements in non-
conditioned intake air supply systems
must be made in the intake air stream
entering the supply system. Alter-
natively, the humidity measurements
can be measured within the intake air
supply stream.

[59 FR 31335, June 17, 1994. Redesignated at 63
FR 56995, Oct. 23, 1998]

§89.327

For engines with an air-to-air inter-
cooler (or any other low temperature
charge air cooling device) between the
turbocharger compressor and the in-
take manifold, follow SAE J1937. This
procedure has been incorporated by ref-
erence. See §89.6. The temperature of
the cooling medium and the tempera-
ture of the charge air shall be mon-
itored and recorded.

intake air humidity

Charge cooling.

[59 FR 31335, June 17, 1994. Redesignated at 63
FR 56995, Oct. 23, 1998]

§89.328 Inlet and exhaust restrictions.

(@) The manufacturer is liable for
emission compliance over the full
range of restrictions that are specified
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§89.330

by the manufacturer for that par-
ticular engine.

(b) Perform testing at the following
inlet and exhaust restriction settings.

(1) Equip the test engine with an air
inlet system presenting an air inlet re-
striction within 5 percent of the upper
limit at maximum air flow, as specified
by the engine manufacturer for a clean
air cleaner. A system representative of
the installed engine may be used. In
other cases a test shop system may be
used.

(2) The exhaust backpressure must be
within 5 percent of the upper limit at
maximum declared power, as specified
by the engine manufacturer. A system
representative of the installed engine
may be used. In other cases a test shop
system may be used.

[59 FR 31335, June 17, 1994. Redesignated and
amended at 63 FR 56995, 57013, Oct. 23, 1998]

§89.329 Engine cooling system.

An engine cooling system is required
with sufficient capacity to maintain
the engine at normal operating tem-
peratures as prescribed by the engine
manufacturer.

[59 FR 31335, June 17, 1994. Redesignated at 63
FR 56995, Oct. 23, 1998]

§89.330 Lubricating oil and test fuels.

(a) Lubricating oil. Use the engine lu-
bricating oil for testing that meets the
requirements as specified by the manu-
facturer for a particular engine and in-
tended usage. Record the specifications
of the lubricating oil used for the test.

(b) Test fuels. (1) Use diesel fuels for
testing which are clean and bright,
with pour and cloud points adequate
for operability. The diesel fuel may
contain nonmetallic additives as fol-
lows: Cetane improver, metal deacti-
vator, antioxidant, dehazer, antirust,
pour depressant, dye, dispersant, and
biocide.

(2) Use petroleum fuel meeting the
specifications in Table 4 in Appendix A
of this subpart, or substantially equiv-
alent specifications approved by the
Administrator, for exhaust emission
testing. The grade of diesel fuel used
must be commercially designated as
“Type 2-D” grade diesel fuel and rec-
ommended by the engine manufac-
turer.



